


RENOLIT CP

RENOLIT SE 
Horchheimer Str. 50
67547 Worms
Germany

Phone: +49.6241.303.217
wind@renolit.com
www.renolit-cp-advanced.de

RENOLIT –  
The Film Specialist
The RENOLIT Group is one of the 
leading international manufacturers 
of high-quality plastic �lms and 
associated products for technical 
applications. The independent, family- 
owned company has been setting 
standards for quality and innovation 
for more than 75 years and presently 
employs around 5,000 people in more 
than 30 production plants and sales 
o�ces.

Products customized with RENOLIT 
�lms are used throughout the world 
in the construction industry, adver-
tising, signage, product labelling and 
for a whole range of other technical 
applications.

Further properties of RENOLIT CP Advanced

�Q � RENOLIT CP Advanced is certi�ed according to the BAW standard  
(DIN EN ISO 12944-9 CX) and o�ers long-term corrosion protection  
of 10 years and more.

�Q  The �lm is UV-resistant (ISO 4892-2).

�Q  The thickness of the �lm is � 430 µm.

�Q � The �lm is produced in the color RAL 7035 (light grey).  
The color RAL 1023 (tra�c yellow) is also available on request.

�Q � The �lm is suitable for use in a temperature range between -30 and 70°C.

�Q  The �lm can be applied at temperatures from 10 to 35°C.

�Q  RENOLIT CP Advanced is manufactured in Germany.

Transparent PMMA (Acrylate) layer
UV stability

PVC functional �lm
Color: RAL 7035 (light grey) or RAL 1023 (tra�c yellow)

Adhesive
with corrosion protection property

Protective liner
will be released when applied

Can be applied directly to the surface without primer

Repair with paint
3-layer system

Repair with paint
2-layer system

Repair with  
RENOLIT CP Advanced Folie

Third layer 
Application duration / m2

Drying time

Second layer 
Application duration / m2

Drying time

First layer 
Application duration / m2
(Primer)*
* �At approx. 20°C and ideal weather conditions 
Drying times increase in bad weather conditions
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45 min.
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Approx. 1-4 hours 
saved with �lm

RENOLIT CP Advanced
Application duration / m2


